In Proposed 2m metal fence and gates to top of

T ! bank. Gate to have similar design to match existing adjacent

The Lightbox. rh:

upper floor in rédr

Possible platform ift at bow end to access to the #7 Proposed Replica Basingstoke Canal barge -
foredeck Static mooring point.

Planting strip either sides of new fence - 500mm at on bank &
450mm in the lightbox forecourt, =

/ Proposed timber boarded treatment to retaining wall

Existing embankment with ground stabilising mesh exhibition barge static mooring (permanent)pois
reinforcement
[——————— Proposed access gate to exhibition barge

Proposed 2m high mesh security fence on the existing fence THE LIGHTBOX.
line. to returned against building 1m from comer. Galleries, Museum,
Atl8 Crafts cdntre

Sheet pile retaining walls to suit embedded in the soil with
supplementary support anchors at the top.

THE LIGHTBOX.

Rear elevation in the background [
D D D \THE LIGHTBOX.

Existing 1.2m timber fence / hedges at top of in | - e e e

Proposed walkway on bank sloj

The Lightbox
forecourt
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. L Proposed steps and ramp walkway with 1.1m high handrail and glass balustrades
CROSS SECTION - B: PROPOSED BASINGSTOKE CANAL BARGE GALLERY - LOOKING EAST LONG SECTIONAL ELEVATION: PROPOSED BASINGSTOKE CANAL BARGE GALLERY - LOOKING SOUTH
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THE L IGHTBOX. OVERHUNG UPPER FL OOR
IN REAR BACKGROUND

APPROXIMATE POSITION OF EXISTING STORM DRAIN

HEADWALLS FROM THE LIGHTBOX .

the background removed, new 2m security mesh ferfce install
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29.65m Max water levet

Water level taken 13th March 201

DO NOT SCALE OFF THIS DRAWING
EXCEPT FOR PLANNING PURPOSES
LAYOUT SUBJECT TO SURVEY
ALL DIMENSIONS TO BE CHECKED ON SITE

Existing Entrance Gate to the Lightbox 2.7m high
Existing gabion wall to Lightbox in fare back ground

Existing trees on bank slop retain where possible

Existing bank slop

Existing railing

Indicative level of canal bed

Proposed concrete slab - basin floor deck barge structure supports.
Barge to have board cover down to water line.
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XISTING STEEL FENCES & GATE
AT TOP OF EMBANKMENT

RETAINING WALLS PROPOSED TO BE KEEP CLEARED

A

FEATURED REPLICA BARGE. (SHOWN 23x4m Approx. MARION by AJ AMSWORTH

AND SONS - Aldershot)
VESSEL BUILT ON BANK SIDE AS SHOWN.

HOLD LEVEL 250mm ABOVE HIGHEST WATER LEVEL. 2.2m CEILING HEIGHT.
SECURED ACCESS, AIR CONDITIONED CABIN, TO INCORPORATE SPACES FOR
STORAGE, DISPLAYS & EXHIBITION AREA, POWER & LIGHTINGS.

INTERNAL FITTINGS AND LAYOUTS WITH POSSIBLE PLATFORM LIFT AT STERN

END. TBC.

NEW SECURED GATE TO ACCESS EMBANKMENT WITH
RAMPS & STEPS LEADING DOWN TO THE EXHIBITION
BARGE FROM WITHIN THE SECURED AREA OF THE

LIGHTBOX FORECOURT.

TIMBER DECK WALKWAY & RAMP SURFACE
SUPPORTS ON STEEL FRAME AND CONCRETE
STRUCTURE.

WALKWAY ALONG CANAL WATER EDGE
ACCESSING BARGE TO INCORPORATE GLASS
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DEPTH ON CANAL SIDE 150mm BELOW LOWEST WATER

LEVELS.

—EXISTING CLEFT CHESTNUT PALE FENCES AT TOP OF
_EMBANKMENT REMOVED AND NEW FENCE INSTALLED N
UP TO CORNER OF BUILDING \
NN A N N NN R N Y NN
3 "RETAINING WALL GRADE DOWN EMBANKMENT TO WATER
. LINE, 150mm HIGH ABOVE ADJACENT BANKING LEVELS.
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— NEW 2M HIGH FENCES AT TOP OF EMBANKMENT ON

" PROPOSED RETAINING WALL & EXISTING FENCE LINE.
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P5 - Update following comments from CWG 13.00.13
P4 - Update following comments from CWG 24.06.13
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[T '(7) BALUSTRADES GUARDING 1.1m HIGH ON CANAL
E b FRONT AND SIDES.
Z 0 RAMP AT MAX. 1:13 GRADIENT, MINIMUM CLEAR
oo RAMP WIDE 1.5m WITH CONCRETE KERBS 100mm
(8} HIGH.
— % SHEET PILED RETAINING WALL ALONG THE BACK
w A OF THE RAMP. STEEL SHEET RETAINING WALL
zZ = SURFACE CLAD WITH VERTICAL TIMBER BOARD.
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41 CHOBHAM ROAD, WOKING, SURREY. GU21 6JD
Tel : 01483 764407 Fax:01483 763728
email : mail @ bbf-fielding.co.uk
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L SHEET PILE RETAINING WALL WITH REINFORCED
~ CONCRETE BEAM CAP OVER EXHIBITION BARGE SECTION.
i \ ADJACENT BANKS TO HAVE GROUND REINFORCED MESH.
The LIghtbOX WHERE NECESSARY REMOVED SAPLINGS AND DIVERT ANY
bz BACK WALL CLAD WITH VERTICAL TIMBER BOARD.
©
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5N — EXISTING LIGHTBOX GATE'S LEADING EDGE, FORM ACCESS
O,L\( - TO EMBANKMENT. INSTALL NEW SECURITY GATE ON
©
EXHIBITION BARGE FROM WITHIN THE SECURED LIGHTBOX
—~ FORECOURT. EXISTING CLEFT CHESTNUT PALE FENCES
\" EXHIBITION BARGE. - EENCING.
/

|\ EXISTING STORM DRAIN EFFECTED TO EXISTING OUTLET.
3\ THE LIGHTBOX
‘O)\FORECOURT GARDEN
) -

CUT THROUGH EXISTING HEDGES 300mm FROM THE
EXISTING FENCE LINE WITH ACCESS LEADING DOWN TO THE

PROPOSED ACCESS TO P REMOVED & REPLACED WITH NEW 2M HIGH SECURITY MESH

/

- 5 EXISTING FEATURED SECURITY ACCESS GATE &
0 \,\?pe FENCE TO THE LIGHTBOX FORECOURT GARDEN
TO BE RETAINED.
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NNV EXISTING RECENTLY INSTALL FENCE TO BE
O?\\P‘ RETAINED. APPROXIMATE HEIGHT 1.1m
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Proposed 2m metal fence and gates linked to HE LIGHTBOX.

PROJECT

WBC Project
Replica Basingstoke Canal Barge Gallery
The Lightbox, Chobham Road, Woking

m
existing adjacent fence line. Galleries, Museum,

/ Arti& Crafts cantre
Proposed 1:13 gradient walkway at water

edge. Glass balustrades to water front and

timber clad on rear retaining wall. The Lightbox

Proposed exhibition barge in far background
Approx 8.2m clearance to opposite bank
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